
MODEL

CPU
Octa-core Cortex-A53 RK3368 Processor

(1.2GHz)

Intel® Celeron® N3350

(2C2T 2MB Cache , up to 2.4Ghz)

Memory 2GB 4GB

Storage 16GB eMMC 128GB eMMC

Power 84W (12V / 7A) 90W (24V / 3.75A)

Display

Resolution

Touch Screen

Brightness

Weight

Dimensions

Printer

Speaker

OS Android 8.1 Windows 10 IOT

Certifications

Environment

Serial 1 x RS232 (RJ50) 1 x RJ50 (internal 1 x RS232 pin header)

C/D 1 x RJ11 1 x RJ11

USB 4 x USB 2.0, 1 x Micro USB 2 x USB 3.0, 2 x USB 2.0

Micro SD 1 x Micro SD N/A

LAN 1 x RJ45 10/100 Mbps LAN 1 x RJ45 10/100/1000 Mbps LAN

Video N/A 1 x HDMI

Power Input 1 x DC+12V MiniDIM 1 x DC+24V MiniDIM

QP1170 series

Seiko 80 mm Thermal Printer, 200 mm/sec, RS232 Epson Commands Compatible

2 x 2W

CE, FCC

0°C ~ 40°C, 20% ~ 80% RH. Non-Condensing (Operating)

-20°C ~ 60°C, 10% ~ 90% RH (Storage)

I/O Port

300 nits

3.9 kgs

259 x 340 x 200 mm (W x H x D)

PCAP Multitouch Screen / 10 Points

1280 x 800

10.1” TFT LCD

True Flat Screen

2nd LCD Display

Price Checker (Zebra Engine Inside)

QP1170

Ready in Windows / Android Systems


